
CITY OF GROVE 

PAVEMENT REHABILITATION PLAN 

 

LOCATION          TYPE OF CONSTRUCTION 

E. 10th Street from E. side of Cherokee St. to W. side of Shundi Road  Patching, fabric reinforcement, 1 ½” asphalt overlay 

W. 10th Street from W. side of Center St. to E. side of Leisure Lane 

Emma Street from S. side of N. 3rd St. to N. side of Goins St. 

 

Leisure Lane from U.S. Highway 59 to N. side of Baycrest Ave.   Patching, fabric reinforcement, 2” asphalt overlay 

 

Woodland Hills Road from S. side of State Park Rd. to S. side   Patching, crack sealing and sealcoat 

    of Lakewood Drive 

W. 63rd Street from U.S. Highway 59 to dead end 

 

Deerwood Circle from E. side of Quail Run Rd to cul-de-sac   Reconstruction w/6” compacted subgrade, separator 

Hillcrest Drive from W. side of Leisure Lane to cul-de-sac    fabric, 6” aggregate base and 3” asphalt overlay 

 

Baycrest Avenue from E. side of Rockwood Dr. to E. side of Lookout Lane Reconstruction w/6” compacted subgrade, separator 

Cherokee Street from S. side of O’Daniel St. to N. side of 3rd St.   fabric, 4” aggregate base and 5” asphalt overlay 

Honey Creek Drive from S. side of Lake Road 3 to dead end 

Park Place from W. side of Lake Road 3 to dead end    Patching and crack sealing 

 

S. Broadway Street from N. side of W 3rd St to S. side of O’Daniel St.  Cold milling 2”, patching, fabric reinforcement and 2” 

           asphalt overlay. 

 


